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HS212TMK2
Pavillon IP65 12" 2 voies 300W/100V

Caractéristiques:

• Haute-fidélité, reproduction large bande de la musique et de 
la parole

• Pavillon haute efficacité
• Puissance 350 W sous 8 Ohms
• Puissance 120 W, 60 W, 30 W en 100V
• Pression acoustique max. 125 dB SPL
• Réponse en fréquences 80 HZ – 18 KHz
• Couverture spécifique de 40° H et V
• Revêtement EPDM anti rayures
• Second connecteur Speakon de liaison
• Protection IP 54

Produit information:

Le HS212TMK2 dispose d'un moteur 1,8" en combinaison avec 
un 12" pour les basses fréquences pour une reproduction 
sonore optimale avec une couverture spéciale de 40 ° 
horizontalement et verticalement. La construction du 
HS212TMK2 est faite en polyester avec un revêtement EDPM 
noir texturé et une grille en aluminium perforé. Derrière la grille, 
une mousse acoustique empêche la pluie de venir dans le haut-
parleur. La protection IP54 de ce haut-parleur est adaptée à 
tout environnement où l'humidité est présente. Pour le 
raccordement, deux connecteurs sont fournis permettant de 
transmettre le signal vers d'autres enceintes.

Applications:

• Espaces corporatifs
• Etablissements sportifs
• événements

Certification:

Tension:
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System specifications:

Speaker type 2-way horn speaker

Max. Power 700 W

RMS Power 350 W

Impedance 8 Ω

Line Transformer Tappings 1 240 W / 42 Ω

2 120 W / 83 Ω

3 60 W / 167 Ω

Sensitivity (1W/1m) 95 dB

Frequency Response (± 3 dB) 80 Hz - 18 kHz

Range (-10 dB) 65 Hz - 20 kHz

Crossover Frequency 1.5 kHz

Type Passive built-in

Dispersion Horizontal 40°

Vertical 40°

Ingress Protection rating IP65

Connectors Barrier terminal block in waterproof connection box

Drivers HF 1.8” Neodymium compression driver

MF 12”

Product Features:

Dimensions 508 x 508 x 732 mm (W x H x D)

Weight 34.500 kg

Construction Multi-Layer glass composite material with textured EPDM
black coating

Front finish Powdercoated aluminium with lining

Mounting & handling Mounting bracket fixing holes

Colours Black

Accessories Optional MBK212Z Wall mounting bracket

Shipping & Ordering:

Packaging Cardboard box

Shipping weight & volume 39 kg - 0.28 Cbm
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Architects’ and Engineers’ Specifications:

The speaker shall be a 2-way horn-loaded system providing a long-throw full range sound projection with following dimensions H
508 x W 508 x D 732 mm. The weight shall not exceed 34.5 kg. The enclosure shall be constructed out of multi-layer glass composite
material with a durable scratch resistant EPDM coating and fitted with an aluminium front grill.
It shall have an RMS power handling (@ 8Ohm) of 350 Watt with a maximum power handling of 700 Watt and the frequency
response (-10 dB) shall range from 65 Hz to 20 kHz. The sensitivity shall be 95 dB when measuring with an input signal of 1 Watt at a
distance of 1 meter, while the maximum continuous sound pressure level shall achieve 125 dB. A 100V line transformer will also be
provided with power taps of 240 Watt, 120 Watt and 60 Watt.
The loudspeaker shall consist of a 1.8” HF neodymium compression driver and a 12” medium frequency range loudspeaker. The
speaker has an impedance of 8 Ohm, 42 Ohm (240 Watt*), 83 Ohm (120 Watt*) and 167 Ohm (60 Watt*) and contains a passive
built-in crossover network with crossover frequency of 1.5 kHz which is constructed of high-quality components. It shall also have an
integrated tweeter overload protection circuit. The compression driver shall be mounted on a 40° x 40° coverage horn which is
coaxially constructed as one entity with the loudspeakers enclosure. Connections with the speaker shall be made using a barrier
terminal block.
The connections shall be fitted inside a waterproof connection box and an acoustical transparent and water eleminating lining
should be provided behind the grill to make the system IP65 rated.
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Acoustical data graphs:

Horizontal Polars:

Vertical Polars:

Sensitivity:

Beamwidth (-3dB):

Directivity index:

-40

-30

-20

-10

0
0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

250 Hz 125 Hz 63 Hz

-40

-30

-20

-10

0
0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

2000 Hz 1000 Hz 500 Hz

-40

-30

-20

-10

0
0°

30°

60°

90°

120°

150°

180°

210°

240°

270°

300°

330°

16 kHz 8 kHz 4 kHz

-40

-30

-20

-10

0
90°

60°

30°

0°

-30°

-60°

-90°

-120°

-150°

(-) 180°

150°

120°

16 kHz 8 kHz 4 kHz

-40

-30

-20

-10

0
90°

60°

30°

0°

-30°

-60°

-90°

-120°

-150°

(-) 180°

150°

120°

2000 Hz 1000 Hz 500 Hz

-40

-30

-20

-10

0
90°

60°

30°

0°

-30°

-60°

-90°

-120°

-150°

(-) 180°

150°

120°

250 Hz 125 Hz 63 Hz

1

10

100

10 100 1000 10000

An
gl

e 
(D

eg
re

es
)

Frequency (Hz)

Horizontal Beamwidth Vertical Beamwidth

360

50

60

70

80

90

100

110

10 100 1000 10000

Le
ve

l (
dB

-S
PL

/1
W

 @
 1

m
)

Frequency (Hz)

0

5

10

15

20

25

30

10 100 1000 10000

D
ire

ct
iv

ity
 In

de
x 

(d
B)

Frequenty (Hz)

AUDAC - HS212TMK2 - 17/04/2019 14:34 UTC

Page 4 of 5



AUDAC se réserve le droit de changer les caractéristiques techniques sans préavis : cela fait partie de notre politique d'amélioration
continuelle de nos produits.

Technical drawings:
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